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SLG5404-04 SLG5404-06 SLG5404-08
hee! SLG5404-04D SLG5404-06D | SLG5404-08D
Working Medium Air, Water, Oil
Motion Pattem Guid Type
Type Normal Close Type
Orifice (mm) 12 20 25
Cv Value 2.0 55 10.0
Joint Pipe Bore 1/2" 3/4" 1"
Working—presure GAS:1-50, Liquid: 1-50 | GAS:1-40, Liquid: 1-25 | GAS:1-40, Liquid: 1-25
Max. Pressure R 1ce 75 60
Operating Temperature Range -5-150'C
Voltage Range +10%
Power Consumption AC:5.5VA, DC:9W
Insulation F Class
Material of Body Brass
Material of Oil Seal PTFE

SLG5404-04D
DIN Coils

Modl EDF-15 | EDF-20 | EDF-25 | EDF-35 | EDF-40 | EDF-50 | EDF-65F | EDF-80F | EDF-100F |EDF-125F | EDF-150F
EDF-15B | EDF-20B | EDF-25B | EDF-35B | EDF-40B | EDF-508B | | | | |
Working Medium WATER
Type 2/2 Normal Close
Orifice (mm) 15 | 20 | 25 | 32 | 40 | s0 65 | 80 | 100 [ 125 [ 150
Joint Size 12" | 34t | 1" 1t | 1 | 2 Flange Connectting
Working Pressure 0-6Bar 0.6-5Bar
SEAL MATERIAL: NBR
NOTE ENVIRONMENT TEMPERATURE: -101C-50C
| TEMPERATURE FOR MEDIA: NBR: 0°C-60'C
VALVE BODY: EDF : BRASS EDF-B: SS304
Model VXF2150-06 VXF2150-10 VXF2150-14
Joint Pipe Bore 34" 1" 1'f2"
Max.Operating Differential Pressure kgf/cm® 10
Min.Operating Differential Pressure kgficm® 0.31
Section (mm) 20 27 40
Effective Area of Section (mm?2) 170 330 810
Cv Value 9.5 18.5 45
Exhaust Orifice Re(PT)1/4

Model: GH22-06-2L
Type: Normal Close
Joint Size: 1/4"

Orifice: 2mm

Pressure: 0.15-0.8 Mpa
Temperature: -5~120C
Meterial: Stainless Steel
Seal Meterial: VITON

( Selenoid Valve For Iron )

Model: EF23-08H

(Special For Diesel Engine)

220-230V, 50Hz

Model: EMC23-12L

15 VA ED100% Type: 2/3 NC
TA:120 CENTIGRADE, Joint Size: 1/2"
TF:160 CENTIGRADE Orifice:12mm

INSULATION CLASS :"H"

Pressure: 0-1.0MPa

CLASS: 11P 00

Temperature: 0~100C

Pressure=0.02-1.6MPa

Material: Aluminium




